
Emco Wheaton Coaxial Vapor Recovery Adapters are designed for standard coaxial fill systems and coaxial

systems with self-sealing vapor lines.  Features recessed threads for easy installation and positive seating

on riser pipes. Use with the A0097 Fill Cap. Use Emco Wheaton A0081 Adapter Wrench for installation. 

The A0089 and A0096 are notched for use with the A0032-001 Adapter Clamp to comply with EPA 40

CFR Part 63 requirements. 

Model No. Use With Size A Lbs.

A0089-001 A0088 Self-sealing Coaxial Drop Tube 4” Female NPSM 3.0” 1.6

A0089-001E A0088 Self-sealing Coaxial Drop Tube, E85 4” Female NPSM 3.0” 1.6

A0096-001 A0070 Coaxial Drop Tube 4” Female NPSM 2.5” 1.8

The Emco Wheaton A0032-001 Adapter Clamp installs on the riser pipe or pipe nipple.  The A0032 is

used with the following non-swivel adapters:  A0089, A0096, A0030-024A, A0030-024BA and A0076-005.

The tabs are aligned with the notches on the adapter, and the three set screws are tightened to prevent

the adapter from loosening in use, in compliance with EPA 40 CFR Part 63 requirements.  

4.0”

5.5”

Fill Adapters

Model No. Material Size Lbs.

A0032-001 Aluminum 4” 0.7

Emco Wheaton Retail � 2300 Industrial Park Drive � Wilson, NC 27893 � 252-243-01506

Installed on pipe nipple

with A0030-024A Adapter

Material
Body:  Aluminum

Material
Body:  Aluminum
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The Emco Wheaton A0033-004 Debris Collector attaches to the bottom

of any fill adapter to prevent large debris from entering the underground

storage tank.  There are no restrictions during a fuel drop, and the center

hole allows for fuel sampling. 

Model No. Lbs.

A0033-004 0.25  

A0033 Debris Collector

Material
Rag Stopper:  Stainless Steel

Gasket:  Nitrile Installed in A0030-124S

Swivel Fill Adapter


