
Emco Wheaton Retail n 2300 Industrial Park Drive n Wilson, NC 27893 n 252-243-015092

Material
Body: Aluminum 
Seal: Viton®  

& Fluorosilicone

Viton® is a registered trademark of 
DuPont Dow Elastomers

B

A

Hose   Nozzle 
Model No. Connection Size Connection Size A B Lbs.

A0360-075 3/4” Female   3/4” Male 4.0” 2.2” 0.6
A0360-100 1” Female   1” Male 4.4” 2.6” 0.8

The Emco Wheaton A0360 Hose Swivel features a polished 
die-cast aluminum body with stainless steel male fittings.  Viton® 
o-rings provide positive sealing and compatibility with all fuels.
Fluorosilicone o-rings provide excellent low temperature per-
formance.  The outlet swivel rotates 360° at the nozzle inlet to 
keep the nozzle in a comfortable, upright position, and prevents 
kinking and wear.  The A0360 is designed for non-vapor recov-
ery applications and is available with .75” or 1.0” NPT threads.

m UL Listed  MH6036

A0360 Swivel

2.2”

1.6”

Swivels/Flow Regulators/Adapters

Material
Body: Aluminum
O-rings: Buna

563639 Adapter

The Emco Wheaton 563639 Adapter allows you to retrofit a balance
dispenser to use 3/4” NPT conventional hanging hardware.  

The Emco Wheaton 563639AST Adapter allows you to retrofit a 
vacuum assist dispenser to use 3/4” NPT conventional hanging hard-
ware.  The adapter is a one-piece assembly. 

1.9”

2.0”

Model No.  Oz.

 563639 4.0
 563639AST 3.2

3/4” NPT 

1 7/8” Thread 

3/4” NPT 

M34 Thread

B

The Emco Wheaton A0010 is an in-line liquid flow regulating device calibrated 
to limit flow to 10 gpm, in accordance with Federal EPA requirements.  The 
A0010 is manufactured from zinc-plated steel or aluminum with 3/4” ports.  

Model  Inlet Outlet Installation  A  B Lbs.

A0010-003 Male Female Dispenser Outlet 1.4” 2.7” 1.0
A0010-010 Female Male Nozzle Inlet 1.1” 2.5” 0.3
A0010-011 Male Female Dispenser Outlet 1.1” 2.5” 0.3

m CARB E.O.  G-70-118-AB
 UL Listed  MH10206

A

A0010 Flow Regulator

563639

563639AST

Material
Body: Zinc-plated Steel 

Or Aluminum 




