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Black  570012 13.2” A1004-316CLID 15.9 A1004-316LID 6.6

Black  570012 13.2” A1004-316CLID-BE0 15.9 

White, Regular  570012 13.2” A1004-316CLID-REG 15.9 A1004-316LID-REG 6.6

White, Regular  570012 13.2” A1004-316CLID-R 15.9 A1004-316LID-R 6.6

White, E0  570012 13.2” A1004-316CLID-E0 15.9 A1004-316LID-E0 6.6

White, E85 570012 13.2” A1004-316CLID-EW 15.9 

Yellow, ULSD 570012 13.2” A1004-316CLID-D 15.9 A1004-316LID-D 6.6

Yellow, ULSD 570012 13.2” A1004-316CLID-ULSD 15.9 A1004-316LID-ULSD 6.6

Red, Premium 570012 13.2” A1004-316CLID-U 15.9 A1004-316LID-U 6.6

Red, Premium 570012 13.2” A1004-316CLID-ULT 15.9 A1004-316LID-ULT 6.6

Red, E0-90 570012 13.2” A1004-316CLID-UC 15.9 A1004-316LID-UC 6.6

Red, E0  570012 13.2"   A1004-316LID-UZ 6.6

A1004EVR-316 & -317,  A1005-517 & -518 Series
      Cast Iron Lid   Composite Lid
Description Seal Lid Dia.     Model No. Lbs.  Model No.                Lbs.

Spill Containment

Replacement Parts                                           Lids
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      Cast Iron Lid   Composite Lid
Description Seal Lid Dia.     Model No. Lbs.  Model No.                Lbs.

Orange, Vapor 570012 13.2” A1004-316CLID-V 15.9 A1004-316LID-V 6.6

Orange, E85 570012 13.2” A1004-316CLID-EV 15.9 A1004-316LID-EV 6.6

Bronze, E85 570012 13.2” A1004-316CLID-E 15.9 A1004-316LID-E  6.6

Bronze, E15 570012 13.2” A1004-316CLID-E15 15.9 A1004-316LID-E15 6.6

Blue, E15   570012 13.2” A1004-316CLID-MF 15.9  

Blue, DEF  570012 13.2” A1004-316CLID-DEF 15.9 A1004-316LID-DEF 6.6

Blue, Mid-Grade 570012 13.2” A1004-316CLID-M 15.9  

Light Blue, Biodiesel 570012 13.2” A1004-316CLID-BD 15.9  

Purple, Racing Fuel 570012 13.2"   A1004-316LID-RF 6.6

Green, Off Road 570012 13.2” A1004-316CLID-D1 15.9 

Brown, Kerosene 570012 13.2” A1004-316CLID-K 15.9  

Brown, Kerosene 570012 13.2” A1004-316CLID-KER 15.9 
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Spill Containment

A1004EVR-210 Series
     Cast Iron Lid  Composite Lid
Description Seal Lid Dia.  Model No. Lbs.  Model No.               Lbs.

Black  571815 15.3” A1004-210LID 20.0 A1004-210LID-C 8.3
Yellow, ULSD 571815 15.3” A1004-210LID-D 20.0 A1004-210LID-CD 8.3
White, Regular 571815 15.3” A1004-210LID-R 20.0  A1004-210LID-CR 8.3  
Red, Ultra/Premium 571815 15.3” A1004-210LID-U 20.0 A1004-210LID-CU 8.3
Orange, Vapor  571815 15.3” A1004-210LID-V 20.0 A1004-210LID-CV 8.3
 

15 Gallon Series; Non-Replaceable Series
 Spill Containment Cast Iron Lid   
 Model No. Series Model No. Seal Lid Dia.  Lbs. 

 A1004EVR-215 494554 569227 17.3” 29.5 
 A1005-010TM 494554 569227 17.3” 29.5
 A1003 493123 571126 15.8” 19.1 
 A1004-010 A1004-210LID 571815 15.3” 20.0
 A1005-001, -501 A1004-210LID 571815 15.3” 20.0

A1004-210LID
A1004 Slimline

Replacement Parts                                           Lids

494554
15 Gallon

493123
A1003 Series

A1004-210LID-C
Composite

571815 Lid Seal

569227 Lid Seal

A1004-210LID
Cast Iron

Vent Valve 
Installed
In All Lids

495067K   Vent Valve Replacement Kit
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Spill Containment

Replacement Parts                                           Lids

494335 Lid for OPW 1-2100 Series 
Incorporates the features of Emco Wheaton A1004 lids: exclusive triple wiper 
seal, built-in side handle, cast iron construction, and meets AASHTO H20 
wheel loading. 

Replaces original OPW 1-2100 series lid; not for use with A1005-505 
Stainless Steel Retrofit Spill Containment. Refer to above chart for 
A1005-505 Series Lids.

 Model No.  Description     Lbs.

 494335 Lid for OPW 1-2100 Series 21.3 
 568961 Replacement Seal 0.3 

A1005-505 Series Lid Seals
Measure inside diameter as shown

10 3/8” - 10 1/2”  568961 Seal
12 3/4” - 13” 570012 Seal

A1005-505CL

 A1005-505 Retrofit
  Cast Iron Lid
 Spill Containment Model No.    Model No. Lid Seal Lid Dia. Lbs.

A1005-505C, CD, C5, CBG, CS, CZ A1005-505CL 568961 13.7” 16.6
A1005-505C4  A1005-505CL4 568961 12.4” 12.3
A1005-505CA, CAZ A1005-505CAL 568961 13.7” 16.6
A1005-505CC, CC5 A1005-505CCL 568961 12.4” 16.6
A1005-505CE, CE15, CES A1005-505CEL 568961 13.7” 16.6
A1005-505CEW1, CEW1DR A1004-210LID 571815 15.3” 20.0
A1005-505CEW2, CEW2DR, CEW4 A1004-316CLID 570012 13.1” 15.9
A1005-505CEW3  A1005-505CEW3L 568961 13.4” 14.9
A1005-505CF1  A1005-505CFL1 568961 13.9” 16.5
A1005-505CF5  A1005-505CF5L 568961 13.5” 15.2
A1005-505CP  A1005-505CPL 570012 17.6” 24.5
  A1005-505CP1  A1005-505CPL1  573114* 11.9” 12.0
A1005-505CPEM, CPED A1005-505CPEML 568961 12.4” 13.3
  A1005-505CU  A1005-505CUL 568961 12.4” 13.4
A1005-505CU70     A1005-505CUL70 568961 15.0” 16.9

*For lids with Emco logo handle only

568961 Lid Seal
570012 Lid Seal


