
Model No. Description Lbs.

A0179-002 2” Extractor Cage 1.2

The Emco Wheaton A0179 Extractor Cage is designed with a 3” male thread and a 2” female

thread for use with the Emco Wheaton A0079 Extractor Valve and A0075 Ball Float. Use with

A0560-003 Bar Style Extractor Wrench. 

The Emco Wheaton A0279 Extractor Cage Test Plug is designed for performing pressure decay

tests on your underground piping and storage tank systems. Use with A0560-003 Bar Style

Extractor Wrench. 

Model No. Description Lbs.

A0279-001 Test Plug 1.9

Emco Wheaton Extractor Wrenches are required to install and remove the A0584 and A0585

pipe caps and appropriate angle check, foot, and float valve extractor cages.  Two head styles are

available - the historic Emco Wheaton Buckeye style wrench and the A0560-003, industry stan-

dard “bar style” wrench.

Extractor Extractor
Model No. Size Lbs. Pipe Cap Fitting

A0560-001 Buckeye 1 1/2” 8.0 A0677-003

A0560-002 Buckeye 2” 10.0 A0584-003 A0563-002, -004

A0560-003 Bar Style 2” 9.3 A0585-003 A0079, A0179, A0279

The Emco Wheaton A0585-003 Bar Style Extractor Pipe Cap is designed to thread directly on

the extractor access pipes.  Requires the A0560-003 Bar Style Extractor Wrench.

Model No. Size Lbs.

A0585-003 4” Female 0.8

4.8

1.6

Extractor Fittings
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Material
Body:  Aluminum

Handle:  Steel

O-ring:  Buna-N

Material
Body:  Aluminum

Handle:  Steel

O-ring:  Buna-N

Plug:  Cast Iron

Material
Body:  Aluminum

Handle:  Steel

O-ring:  Buna-N

Accessories 

A0279 Extractor Cage Test Plug

A0179 Extractor Cage

A0560 Extractor Wrench

A0585-003 Extractor Pipe Cap

569924 Gasket Replacement Kit


